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The HR-90 and HR-120 series monitors provide a cost-effective solution 
for viewing images in almost any environment. The wide range of contrast 
and brightness ensures that a crisp, high resolution image will be available 
for even difficult images. The front panel allows access to all of the critical 
controls needed for proper enhancement.

HR 90 and HR 120 Series
Monochrome Video 
Monitors

Model HR-90 (left) and Model HR-120 (right) monochrome video
monitors from Dage-MTI

FEATURES 

D.C. Restoration 
Wide range contrast and brightness controls 
Rugged attractively styled steel cabinet 
Convenient up-front controls 
Crisp, high resolution image 
High contrast picture tube 
Built-in carrying handle 
CE Approved

CONTROL PANEL

Front Panel	 Real Panel
1.  Power switch w/LED indicator	 1.  75 ohm termination switch
2.  Brightness control	 2.  Vertical linearity control
3.  Contrast control	 3.  Vertical size control
4.  Vertical hold control	 4.  Focus control
5.  Horizontal hold control	 5.  Sub-brightness control
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SPECIFICATIONS

Resolution:	 9” Monitor	 700 TV Lines
	 12” Monitor	 800 TV Lines
Scan Rate:	 RS-170 and CCIR
Dimensions:	 9” Monitor	 9” (H) x 8.5”  (W) x 10” (D)
	 12” Monitor	 12.5” (H) x 12” (W) x 12” (D)
Weight:	 9” Monitor	 15 lbs.
	 12” Monitor	 19.9 lbs.
Input Signal:	 Composite 1 Vpp, bridging or 75 ohm termination
Output Connector:	 BNC
Power:	 120 VAC, 60 Hz or 220VAC, 50 Hz

HR 90 and HR 120 Series Monochrome Video Monitors

Dage-MTI  (219) 872-5514
Call for additional product information or free product demos.
Visit online at www.dagemti.com.


